ITEM @ ITEM @ 1ITeM @ ITEM @ ITEM ® ITEM ® ITEM @
PART NUMBER | BODY - FRONT BODY - REAR CONTACT INSULATOR | CRIMP_SLEEVE WASHER NUT
131-6333-4D1 | BRASS BRASS BRASS TEFLON COPFER PHOSPHOR BRONZE BRASS
COLD PL .00001 MIN OVER | GOLD PL .00001 MIN ©VER | GOLD PL .00CD3 MIN DVER GOLD PL .DDDO1MIN OVER | GOLD PL .00Q01MIN OVER | GOLD PL .00001MIN OVER
NICKEL PL .DDG05 MIN OVER| NICKEL PL .00005 MIN OVER| NICKEL PL .00005 MIN OVER NICKEL PL .00005 MIN OVER| NICKEL PL .00005 MIN QVER| NICKEL PL .00005 MIN QVER
COPPER FL 00005 MIN COPPER FL .00005 MIN COPPER_AL .00005 MIN COPFER FL .00005 MIN COPFER AL .000D5 MIN COPFER PL .0DDOS MIN
131-6333-4D6 | BRASS B8 BRASS TEFLON COPFER PHOSPHOR BRONZE BRASS
NICKEL PL .DDJ1MN OVER | NICKEL PL .0001MIN OVER | GOLD PL .000D3 MIN OVER NICKEL PL .0001 MIN QVER | NICKEL PL .000! MIN OVER | NICKEL PL .0001 MIN OVER

COPPER PL .00005 MIN COPPER PL .00005 MIN

NICKEL PL .00005 MIN OVER
COPPER PL .00005 MIN

COPPER PL .00005 MIN

COPPER PL .0COD2 MIN

COPFER PL .0DDOS MIN
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.250 HEX REF X .063 THICK REF
NOTES @.195+-.003 —=
1. SPECIFICATIONS:
IMPEDANCE® 50 OHMS {MAIN BODY ONLY,USES 75 OHM CABLE]
FREQUENCY RANGE: 0-10 GHZ
VSWR: NOT APPLICABLE
WORKING VOLTAGE: 335 VRMS MAX AT SEA LEVEL 4
DIELECTRIC WITHSTANDING VOLTAGE: 1000 VRMS MIN AT SEA LEVEL 178+-.003
INSULATIGN RESISTANCE: 1000 MEGOHM MIN
CONTACT RESISTANGE:
CENTER CONTACT - INITIAL 6 MILLIOHM MAX, AFTER
ENVIRGNMENTAL B MILLICHM MAX
OUTER CONDUCTOR - GOLD PLATED INITIAL 1MILLIOHM MAX,
AFTER ENVIRONMENTAL - NOT APALICABLE
NICKEL PLATED INITIAL 2.5 MILLIOHM MAX,
BRAD TO BODY GOLDTEgLENV(I? ‘.’K.‘.“T‘ﬁ”ﬂﬂmiﬂ.‘c?“h T
[CKEL PLATING I 2.5 MILLIOHM MAX, MOUNTING HOLE
AFTER ENVIRONMENTAL NOT ABPLICABLE
CORONA LEVEL: 250 VOLTS MIN AT 70,000 FEET
NSERTION LOSS: NQT_APPLICABLE
LEAKA N
RF HICH POTENTIAL WITHSTANDING VOLTAGE: 700 VRMS AT 4 AND 7 MHZ CUSTOMER DRAWING
MECHANICAL: THS DRAWING TO BE NTERPRETED
ENGAGE/DISENGAGE FORCE® 16 OUNCE-INCH MAX TORQUE ANSIY 14.5M -
MATING TORQUE+ 35-5D OUNCE INGH —.281--.015 156+-.015 . "
COUPLING PROOF TORQUE: 10D QUNCE-INCH MIN WSTATION
CONTACT RETENTION. 4L BS MIN AXAL FORCE -219+-.015 ‘
IDN: 4 L I X
EgLE AECEE;I_\;ABFILI'SI'E-\E Rcz1579/u. RG 1B7/U COMPANY CONFIDENTIAL
LE HEX IM| IZE: .1 TOLERANCE LNLESS DRAWN BY DATE Cinch Connectivity Solutions
CABLE RETENTION: 20 LHS MIN OR GABLE BREAKING STRENGTH o o e s 10
GURABILITY: 500 CYCLES MIN ;L':;":E SPEORD | JRK 1-19-93 JOHNSON W i
mm
ENVIRONMENTAL * XX —— | —— CHECKED 8y DATE TMLE JACK ASSEMBLY
(MEETS OR EXCEEDS THE APPLICABLE PARAGRAPH QF MIL-C-39012) XXX | —— STRAIGHT CABLED BULKHEAD
THERMAL SHOCK: MIL-STD-2D2, METHOD 107, CONDITION B NATL APPRONCD BY | DMTE s SNC, RG 179
DPERATING TEMPERATURE: -65 DEG € TG 165 DEG C
CORROSIGN: MIL-STD-202, METHOD 101, CONDITION B CABLE STRIP DIMENSIONS APFRQVED BY DATE CODE NO. | DRAVING NO.
SHOCK: MIL-ST0-202, METHOD 213, CONDITION C NG TAK/R.8 C - 131-6333-401/410
VIBRATION: ML-ST0-302. METHOD 204, CONDITION D RELEASE DATE
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